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GENERAL

Manufacturer

Model designation

Drive

Operator type

Rated capacity / rated load

Load centre distance

Load distance, centre of drive axle to fork
Wheelbase

Service weight

Axle loading with load, front / rear

Axle loading without load, front / rear
Tyre type

Tyre size, front

Tyre size, rear

Additional wheels (dimensions)
Wheels, number front / rear (x = driven wheels)
Tread, front

Tread, rear

Lift

Height drawbar in driving position min./max.
Height, lowered

Overall length (pedestrian) (4)

Overall length {stand-an) (4)

Length to face of forks {pedestrian) (4)
Length to face of forks {stand-on) (4)
Overall width

Fork dimensions

Distance between fork-arms

Ground clearance, centre of wheelbase
Load di ionb 12 x 16 cr ¥

Aisle width for pallets 1000mm x 1200mm crossways (pedastrian) (4) (5)
Aisle width for pallets 1000mm x 1200mm crossways (stand-on) (4) (5)
Aisle width for pallets 800mm x 1200mm lengthwise (pedestrian) (4) (5)
Aisle width for pallets 800mm x 1200mm lengthwise (stand-on} (4) ()

Turning radius (pedestrian) (4) (5)
Turning radius {stand-on) (4} (5)

Travel speed laden/unladen (pedastrian)
Travel speed laden/unladen (stand-on}
Lift speed, laden/unladen

Lowering speed, laden/unladen
Gradeability, laden/unladen (1)

Max. gradeability, laden/unladen (1)

PERFORMANCE

Service brake
Drive motor, $2 60 minute rating
Lifting motor, $3 15% rating (2)

Battery voltage/nominal capacity K&

Battery waight

ELECTRIC ENGINE

Energy consumption according to VDI cycle
Type of drive unit

Sound pressure level at the driver’s seat

Battery according to DIN 43531/35/36 A,B,C, no

< x o p

HYSTER HYSTER HYSTER
P2.0S FBW / P2.0S ADVANCE +|P2.0S FBW / P2.0S ADVANCE +
P2.0S FBW / P2.0S ADVANCE +| platform with side protection | platform with rear protection
(Biga) and scoater control (Bob) and scooter control
Battery Battery Battery
Pedestrian / Stand-on Stand-on Stand-on
t 20 20 20
mm 600 600 600
mm 1004 1004 1004
mm 1576 1576 1576
kg 976 1026 1026
kg 1160 1816 (6) 1816 1210 1816 1210
kg m 205 (6) 205 821 205 821
NDIIThane NDIIThane NDIiThane
mm x mm 254 x 90 {6) B5x 94 85x 94
mm x mm 85 x 94 (6) 254 x 90 254 x 90
mm x mm 125x 50 125 x 50 125x 50
1x+2 4(6) 4 1x+2 4 1x+2
mm 526 (6} 390 390
mm 390 (6) 526 526
mm 130 130 130
mm 1220 1460 1277 1217
mm 86 86 86
mm 2014 . -
mm 2460 2521 2570
mm 831
mm 1217 1338 1387
mm 780 780 780
mm m | s | nes | m | s | e | m | s | nm
mm 560 560 560
mm 26 26 26
mm 800 x 1200 800 x 1200 800 x 1200
mm 2642
mm 3081 3146 3195
mm 2488
mm 2927 2992 3041
mm 1842
mm 2281 2346 2395
km/h 40 40 - - - -
km/h 85 120 85 120 85 120
m/s 0.03 0.07 0.03 0.07 0.03 0.07
m/s 0.04 0.03 0.04 0.03 0.04 0.03
% 100 200 10.0 150 100 140
% 10.0 200 10.0 15.0 100 140
Electro Magnetic Electro Magnetic Electro Magnetic
kW 4 4
kw 14 14
no no
V/Ah 2 500(7)(a) 2 500 (7) (4} 24 500 (7) (4)
kg 364 364 364
kWh/h 0.47 047 047
AC-Controller AC-Controller AC-Controller
dB (A) <10 <70 <10

(2) These values may vary of +/- 5%
(3) Value referred 1o S36%

(4) See “Batteries table”

(5) With load section lifted: -85mm

(7) Available battery 24V / 300Ah Li-lon (277 kg}

(1} 11 truck climbs ramps frequently (within Th), consult your salesman

(6) Pedestrian version. For Stand-on version, front/rear are inverted

Specifications are affected by the condition of the vehicle and how it is equipped, as well
as the nature and condition of the operating area. Inform your dealer of the nature and
condition of the intended operating area when purchasing your Hyster® truck

FORKS:
P2.0S FBW: 55 x 170 x 1183 mm long. Other fork lengths and widths are available

FORK SPACING:
Inside to inside: 220 mm. Qutside to outside: 560 mm
NOTICE:

Care must be exercised when handling elevated loads. Operators must be trained and
must read, understand and follow the instructions contained in the Operating Manual.

All values are nominal values and they are subject to tolerances. For further information,
please contact the manufacturer.

Hyster products are subject to change without notice. Lift trucks illustrated may feature
optional equipment. Values may vary with alternative configurations

C € Safety: This truck conforms to the current EU requirements.




GENERAL

PERFORMANCE

ELECTRIC ENGINE

P2OSE <|

Manufacturer

Model designation

Drive

Operator type

Rated capacity / rated load

Load centre distance

Load distance, centre of drive axle to fork (2) (5)
Wheelbase (2) (S)

Service weight (1) (6)

Axle loading with load, front / rear

Axle loading without load, front / rear

Tyre type

Tyre size, front

Tyre size, rear

Additional wheels (dimensions)

Wheels, number front / rear (x = driven wheels)
Tread, front

Tread, rear

Lift

Height drawbar in driving position min/max.

Height, lowered
Overall length (pedestrian) (2)
Overall length {stand-on) (2)

Length to face of farks {pedestrian) (2)

Length to face of forks {stand-on) (2)

Overall width

Fork dimensions

Distance between fork-arms

Ground clearance, centre of wheelbase

Load dimension b 12 x 16 cr ys (2)

Aisle width for pallets 1000mm x 1200mm crossways (pedestrian) (2) (5}
Aisle width for pallets 1000mm x 1200mm crossways (stand-on) (2) (5)
Aisle width for pallets 800mm x 1200mm lengthwise (pedestrian) (2) (5)
Aisle width for pallets 800mm x 1200mm lengthwise (stand-on} (2) (5}
Turning radius (pedestrian) (2} (5)

Turning radius (stand-on) (2} (5)

Travel speed laden/unladen (pedestrian)

Travel speed laden/unladen (stand-on)

Travel speed, laden/unladen, backwards {pedestrian)
Travel speed, laden/unladen, backwards {stand-on ) (3)
Lift speed, laden/unladen

Lowering speed, laden/unladen

Gradeability, laden/unladen

Max. gradeability, laden/unladen

Service brake

Drive motor, 52 60 minute rating

Lifting motor, $3 15% rating (4)

Battery according to DIN 43531/35/36 A,B,C, no
Battery voltage/nominal capacity K5 (1)

Battery weight (1) (6)

Energy consumption according to VDI cycle

Type of drive unit

Sound pressure level at the driver's seat

HYSTER
P2.0SE
Electric (battery)
Pedestrian / Stand-on
t 20
600
1012
mm 1481
kg 750
kg 1159 1591 (2)
kg 605 145 (7)
NDIIThane-Polyurethane / NDIIThane (7)
230x75(7)
85x115(7)
100 x 40
4BU|¢7|
390(7)
130

mm
mm

mm x mm
mm x mm

mm X mm
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Electro Magnetic
2
14
Din 43535 B

288

0.48
AC-Controller

<70

NOTES:

Specifications are affected by the condition of the vehicle and how it 1s equipped, as well
as the nature and condition of the operating area. Inform your dealer of the nature and
condition of the intended operating area when purchasing your Hyster® truck

(1) Available batteries 210Ah, 250Ah, 315Ah. With batteries 210Ah, 250Ah service weight -76Kg
(2) See “Batteries table”

(3) With side protections opened: 8,5/8.,5 km/h

(4) Value referred to $3 6%

(8) Values intended with lowered forks; with forks lifted 130mm, all these dimensions will
be reduced of 100,6mm

These values may vary of +/- 5%

(6
7

Pedestrian version. For Stand-on version, front/rear are inverted

FORKS:

P2.0SE: 55 x 170 x 1 191 mm long. Other fork lengths and widths are available
FORK SPACING:

Inside to inside: 220 mm. Outside to outside: 560 mm

NOTICE:

Care must be exercised when handling elevated loads. Operators must be trained and
must read, understand and follow the instructions contained in the Operating Manual.

All values are nominal values and they are subject to tolerances. For further information,
please contact the manufacturer.

Hyster products are subject to change without notice. Lift trucks illustrated may feature
optional equipment. Values may vary with alternative configurations

c € Safety: This truck conforms to the current EU requirements.




